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AUTOMATIC BUSTED SEAM MACHINE

v Overlock width: 6.0 mm to 96 mm

¥ Stitch per Inch: up to 30 (spi)

v 4 litres extra oil, forced oil device with
intercooler pump (patented)

v Special cutting device HSS blade (patented)
with vacuum and photocell, long last cutter
blade + 50%, threads saving 70%

SPECIFICATIONS

v Max Sewing Speed: chain stitch 4200 rpm,
lock stitch 3200 rpm
v Stitching Length: from 0.9to 8 mm
v Standard Needle Gauges:
FLC 3/ -T -1V -TV/2-13/4-2 - 2" 1/b
¢ CS:3/4" -1 -1 V=T V2 -1" 3/4- 2" - 2" Vi
_ LS =T V=T 1/2-T3/4-2"
chan stifch  lock SR Optional Needle Gauges: (for all three models)
7/8"-T'1/8-1"3/8-15/8-T 78

fock stifch. + chain shifch
(ELX version)
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VIBEMAL. spa: Via Monte Pastello 7/i - 37057 5. Giovanni Lupatoto (VR Italy - tel. +39 D45 8778151/52 fax. +39 045 8779024 - wwwibemac.com

vibemac@vibemac.com
VBM India: No. 05, 2nd floor, near BDA Complex 2nd Stage, 2nd Block, Nagarabhavi, Bangalore, 560072, Karnataka, India - officen@vbm-in.com

Vibernac’s dealer in India E. H. TUREL: www.turelgroup.com - salesmumbai@turelgroup.com






